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DEMOLITION NOTES: : 1. CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  UTILITIES, STRUCTURES, AND APPURTENANCES UTILITIES, STRUCTURES, AND APPURTENANCES  STRUCTURES, AND APPURTENANCES STRUCTURES, AND APPURTENANCES  AND APPURTENANCES AND APPURTENANCES  APPURTENANCES APPURTENANCES AS SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK   THE CONTRACTOR SHALL COORDINATE THE WORK  THE CONTRACTOR SHALL COORDINATE THE WORK THE CONTRACTOR SHALL COORDINATE THE WORK  CONTRACTOR SHALL COORDINATE THE WORK CONTRACTOR SHALL COORDINATE THE WORK  SHALL COORDINATE THE WORK SHALL COORDINATE THE WORK  COORDINATE THE WORK COORDINATE THE WORK  THE WORK THE WORK  WORK WORK WITH THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  HAVING JURISDICTION, PRIOR TO COMMENCING WITH HAVING JURISDICTION, PRIOR TO COMMENCING WITH  JURISDICTION, PRIOR TO COMMENCING WITH JURISDICTION, PRIOR TO COMMENCING WITH  PRIOR TO COMMENCING WITH PRIOR TO COMMENCING WITH  TO COMMENCING WITH TO COMMENCING WITH  COMMENCING WITH COMMENCING WITH  WITH WITH ABANDONMENTS AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN   THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  SHALL DISPOSE OF MATERIALS OFF-SITE IN SHALL DISPOSE OF MATERIALS OFF-SITE IN  DISPOSE OF MATERIALS OFF-SITE IN DISPOSE OF MATERIALS OFF-SITE IN  OF MATERIALS OFF-SITE IN OF MATERIALS OFF-SITE IN  MATERIALS OFF-SITE IN MATERIALS OFF-SITE IN  OFF-SITE IN OFF-SITE IN  IN IN ACCORDANCE WITH ALL CURRENT REGULATIONS AND REQUIREMENTS. 2. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  WERE PLOTTED FROM FIELD LOCATIONS AND/OR WERE PLOTTED FROM FIELD LOCATIONS AND/OR  PLOTTED FROM FIELD LOCATIONS AND/OR PLOTTED FROM FIELD LOCATIONS AND/OR  FROM FIELD LOCATIONS AND/OR FROM FIELD LOCATIONS AND/OR  FIELD LOCATIONS AND/OR FIELD LOCATIONS AND/OR  LOCATIONS AND/OR LOCATIONS AND/OR  AND/OR AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITIES WHETHER FUNCTIONAL OR ABANDONED  WHETHER FUNCTIONAL OR ABANDONED WHETHER FUNCTIONAL OR ABANDONED  FUNCTIONAL OR ABANDONED FUNCTIONAL OR ABANDONED  OR ABANDONED OR ABANDONED  ABANDONED ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  DRAWINGS. THE CONTRACTOR SHALL CALL THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE CONTRACTOR SHALL CALL THE THE CONTRACTOR SHALL CALL THE  CONTRACTOR SHALL CALL THE CONTRACTOR SHALL CALL THE  SHALL CALL THE SHALL CALL THE  CALL THE CALL THE  THE THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 3. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  LOCATION AND ELEVATION OF UNDERGROUND UTILITIES LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  AND ELEVATION OF UNDERGROUND UTILITIES AND ELEVATION OF UNDERGROUND UTILITIES  ELEVATION OF UNDERGROUND UTILITIES ELEVATION OF UNDERGROUND UTILITIES  OF UNDERGROUND UTILITIES OF UNDERGROUND UTILITIES  UNDERGROUND UTILITIES UNDERGROUND UTILITIES  UTILITIES UTILITIES BEFORE COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO   CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  SHALL MAKE EXPLORATION EXCAVATIONS TO SHALL MAKE EXPLORATION EXCAVATIONS TO  MAKE EXPLORATION EXCAVATIONS TO MAKE EXPLORATION EXCAVATIONS TO  EXPLORATION EXCAVATIONS TO EXPLORATION EXCAVATIONS TO  EXCAVATIONS TO EXCAVATIONS TO  TO TO LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  AHEAD OF CONSTRUCTION TO PERMIT AHEAD OF CONSTRUCTION TO PERMIT  OF CONSTRUCTION TO PERMIT OF CONSTRUCTION TO PERMIT  CONSTRUCTION TO PERMIT CONSTRUCTION TO PERMIT  TO PERMIT TO PERMIT  PERMIT PERMIT REVISIONS AS REQUIRED TO MEET THE EXISTING CONDITIONS.  4. ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  AND DISPOSED OF AS NECESSARY AT AN APPROVED AND DISPOSED OF AS NECESSARY AT AN APPROVED  DISPOSED OF AS NECESSARY AT AN APPROVED DISPOSED OF AS NECESSARY AT AN APPROVED  OF AS NECESSARY AT AN APPROVED OF AS NECESSARY AT AN APPROVED  AS NECESSARY AT AN APPROVED AS NECESSARY AT AN APPROVED  NECESSARY AT AN APPROVED NECESSARY AT AN APPROVED  AT AN APPROVED AT AN APPROVED  AN APPROVED AN APPROVED  APPROVED APPROVED LOCATION. 5. CONTRACTOR TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE CONTRACTOR TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  ABANDONING, AND REMOVING UTILITIES WITH THE ABANDONING, AND REMOVING UTILITIES WITH THE  AND REMOVING UTILITIES WITH THE AND REMOVING UTILITIES WITH THE  REMOVING UTILITIES WITH THE REMOVING UTILITIES WITH THE  UTILITIES WITH THE UTILITIES WITH THE  WITH THE WITH THE  THE THE APPLICABLE UTILITY PROVIDERS AS NECESSARY. 6. ALL NECESSARY UTILITY PERMITS SHALL BE OBTAINED BEFORE STARTING CONSTRUCTION. ALL NECESSARY UTILITY PERMITS SHALL BE OBTAINED BEFORE STARTING CONSTRUCTION. 7. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  SAFEGUARD AND PRESERVE ALL SURVEY CONTROL SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  AND PRESERVE ALL SURVEY CONTROL AND PRESERVE ALL SURVEY CONTROL  PRESERVE ALL SURVEY CONTROL PRESERVE ALL SURVEY CONTROL  ALL SURVEY CONTROL ALL SURVEY CONTROL  SURVEY CONTROL SURVEY CONTROL  CONTROL CONTROL MONUMENTS. FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  DATA ON THE CONTROL MONUMENTS, CALL THE MONROE DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  ON THE CONTROL MONUMENTS, CALL THE MONROE ON THE CONTROL MONUMENTS, CALL THE MONROE  THE CONTROL MONUMENTS, CALL THE MONROE THE CONTROL MONUMENTS, CALL THE MONROE  CONTROL MONUMENTS, CALL THE MONROE CONTROL MONUMENTS, CALL THE MONROE  MONUMENTS, CALL THE MONROE MONUMENTS, CALL THE MONROE  CALL THE MONROE CALL THE MONROE  THE MONROE THE MONROE  MONROE MONROE COUNTY SURVEY OFFICE.  8. CONSTRUCTION/CONTRACTOR STAGING AREA TO BE COORDINATED WITH THE OWNER. CONSTRUCTION/CONTRACTOR STAGING AREA TO BE COORDINATED WITH THE OWNER. 9. CONTRACTOR TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL CONTRACTOR TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  TO INSPECT GROUND DURING TOPSOIL TO INSPECT GROUND DURING TOPSOIL  INSPECT GROUND DURING TOPSOIL INSPECT GROUND DURING TOPSOIL  GROUND DURING TOPSOIL GROUND DURING TOPSOIL  DURING TOPSOIL DURING TOPSOIL  TOPSOIL TOPSOIL REMOVAL & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  RESULTING FROM TREE ROOT REMOVAL SHOULD BE RESULTING FROM TREE ROOT REMOVAL SHOULD BE  FROM TREE ROOT REMOVAL SHOULD BE FROM TREE ROOT REMOVAL SHOULD BE  TREE ROOT REMOVAL SHOULD BE TREE ROOT REMOVAL SHOULD BE  ROOT REMOVAL SHOULD BE ROOT REMOVAL SHOULD BE  REMOVAL SHOULD BE REMOVAL SHOULD BE  SHOULD BE SHOULD BE  BE BE BACKFILLED AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  BACKFILL AS DIRECTED BY THE OWNER'S BACKFILL AS DIRECTED BY THE OWNER'S  AS DIRECTED BY THE OWNER'S AS DIRECTED BY THE OWNER'S  DIRECTED BY THE OWNER'S DIRECTED BY THE OWNER'S  BY THE OWNER'S BY THE OWNER'S  THE OWNER'S THE OWNER'S  OWNER'S OWNER'S REPRESENTATIVE.  10. SEE SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SEE SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  THAT ARE TO BE CLOSED FOR ANY TIME THAT ARE TO BE CLOSED FOR ANY TIME  ARE TO BE CLOSED FOR ANY TIME ARE TO BE CLOSED FOR ANY TIME  TO BE CLOSED FOR ANY TIME TO BE CLOSED FOR ANY TIME  BE CLOSED FOR ANY TIME BE CLOSED FOR ANY TIME  CLOSED FOR ANY TIME CLOSED FOR ANY TIME  FOR ANY TIME FOR ANY TIME  ANY TIME ANY TIME  TIME TIME DURING CONSTRUCTION. 11. SIDEWALKS SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SIDEWALKS SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  DEMOLITION ACTIVITIES AS NECESSARY AND DEMOLITION ACTIVITIES AS NECESSARY AND  ACTIVITIES AS NECESSARY AND ACTIVITIES AS NECESSARY AND  AS NECESSARY AND AS NECESSARY AND  NECESSARY AND NECESSARY AND  AND AND APPROPRIATE SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  IF SIDEWALK IS REOPENED PRIOR TO CONCRETE IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SIDEWALK IS REOPENED PRIOR TO CONCRETE SIDEWALK IS REOPENED PRIOR TO CONCRETE  IS REOPENED PRIOR TO CONCRETE IS REOPENED PRIOR TO CONCRETE  REOPENED PRIOR TO CONCRETE REOPENED PRIOR TO CONCRETE  PRIOR TO CONCRETE PRIOR TO CONCRETE  TO CONCRETE TO CONCRETE  CONCRETE CONCRETE REPLACEMENT, THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  PAVED. IN NO CASE SHALL THE SIDEWALK BE PAVED. IN NO CASE SHALL THE SIDEWALK BE  IN NO CASE SHALL THE SIDEWALK BE IN NO CASE SHALL THE SIDEWALK BE  NO CASE SHALL THE SIDEWALK BE NO CASE SHALL THE SIDEWALK BE  CASE SHALL THE SIDEWALK BE CASE SHALL THE SIDEWALK BE  SHALL THE SIDEWALK BE SHALL THE SIDEWALK BE  THE SIDEWALK BE THE SIDEWALK BE  SIDEWALK BE SIDEWALK BE  BE BE LEFT WITH A STONE SURFACE WHEN REOPENED.  12. CONTRACTOR TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY CONTRACTOR TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  AND/OR CURBING WITHIN THE R.O.W. BY AND/OR CURBING WITHIN THE R.O.W. BY  CURBING WITHIN THE R.O.W. BY CURBING WITHIN THE R.O.W. BY  WITHIN THE R.O.W. BY WITHIN THE R.O.W. BY  THE R.O.W. BY THE R.O.W. BY  R.O.W. BY R.O.W. BY  BY BY CONSTRUCTION ACTIVITIES. 13. RECYCLED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED RECYCLED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  CONCRETE AGGREGATE AND BRICK, AND RECLAIMED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  AGGREGATE AND BRICK, AND RECLAIMED AGGREGATE AND BRICK, AND RECLAIMED  AND BRICK, AND RECLAIMED AND BRICK, AND RECLAIMED  BRICK, AND RECLAIMED BRICK, AND RECLAIMED  AND RECLAIMED AND RECLAIMED  RECLAIMED RECLAIMED ASPHALT PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  FOR USE AS BACKFILL AND SUBBASE COURSES FOR USE AS BACKFILL AND SUBBASE COURSES  USE AS BACKFILL AND SUBBASE COURSES USE AS BACKFILL AND SUBBASE COURSES  AS BACKFILL AND SUBBASE COURSES AS BACKFILL AND SUBBASE COURSES  BACKFILL AND SUBBASE COURSES BACKFILL AND SUBBASE COURSES  AND SUBBASE COURSES AND SUBBASE COURSES  SUBBASE COURSES SUBBASE COURSES  COURSES COURSES WITHIN THE R.O.W. 14. THE DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS THE DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  ARE TO BE FULLY ACCESSIBLE FOR PERSONS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  TO BE FULLY ACCESSIBLE FOR PERSONS TO BE FULLY ACCESSIBLE FOR PERSONS  BE FULLY ACCESSIBLE FOR PERSONS BE FULLY ACCESSIBLE FOR PERSONS  FULLY ACCESSIBLE FOR PERSONS FULLY ACCESSIBLE FOR PERSONS  ACCESSIBLE FOR PERSONS ACCESSIBLE FOR PERSONS  FOR PERSONS FOR PERSONS  PERSONS PERSONS WITH DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  AMERICANS WITH DISABILITIES ACT (ADA) AND THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  WITH DISABILITIES ACT (ADA) AND THE WITH DISABILITIES ACT (ADA) AND THE  DISABILITIES ACT (ADA) AND THE DISABILITIES ACT (ADA) AND THE  ACT (ADA) AND THE ACT (ADA) AND THE  (ADA) AND THE (ADA) AND THE  AND THE AND THE  THE THE PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  PUBLIC RIGHT-OF-WAY (PROWAG). ANY PUBLIC RIGHT-OF-WAY (PROWAG). ANY  RIGHT-OF-WAY (PROWAG). ANY RIGHT-OF-WAY (PROWAG). ANY  (PROWAG). ANY (PROWAG). ANY  ANY ANY SIDEWALK OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DAMAGED DURING CONSTRUCTION SHALL BE RESTORED DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DURING CONSTRUCTION SHALL BE RESTORED DURING CONSTRUCTION SHALL BE RESTORED  CONSTRUCTION SHALL BE RESTORED CONSTRUCTION SHALL BE RESTORED  SHALL BE RESTORED SHALL BE RESTORED  BE RESTORED BE RESTORED  RESTORED RESTORED PER CITY OF ROCHESTER SIDEWALK DETAIL. 15. EXISTING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING EXISTING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  REMAIN ARE TO BE PROTECTED WITH FENCING DURING REMAIN ARE TO BE PROTECTED WITH FENCING DURING  ARE TO BE PROTECTED WITH FENCING DURING ARE TO BE PROTECTED WITH FENCING DURING  TO BE PROTECTED WITH FENCING DURING TO BE PROTECTED WITH FENCING DURING  BE PROTECTED WITH FENCING DURING BE PROTECTED WITH FENCING DURING  PROTECTED WITH FENCING DURING PROTECTED WITH FENCING DURING  WITH FENCING DURING WITH FENCING DURING  FENCING DURING FENCING DURING  DURING DURING CONSTRUCTION TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  TO CONSTRUCTION ACTIVITIES. ANY IMPACTS TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  CONSTRUCTION ACTIVITIES. ANY IMPACTS CONSTRUCTION ACTIVITIES. ANY IMPACTS  ACTIVITIES. ANY IMPACTS ACTIVITIES. ANY IMPACTS  ANY IMPACTS ANY IMPACTS  IMPACTS IMPACTS TO THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  AT THE DIRECTION OF THE CITY'S FORESTER'S AT THE DIRECTION OF THE CITY'S FORESTER'S  THE DIRECTION OF THE CITY'S FORESTER'S THE DIRECTION OF THE CITY'S FORESTER'S  DIRECTION OF THE CITY'S FORESTER'S DIRECTION OF THE CITY'S FORESTER'S  OF THE CITY'S FORESTER'S OF THE CITY'S FORESTER'S  THE CITY'S FORESTER'S THE CITY'S FORESTER'S  CITY'S FORESTER'S CITY'S FORESTER'S  FORESTER'S FORESTER'S OFFICE. (SEE TREE PROTECTION DETAIL.) 16. ANY IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF ANY IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  SYSTEM MUST BE RESOLVED AT THE DIRECTION OF SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  MUST BE RESOLVED AT THE DIRECTION OF MUST BE RESOLVED AT THE DIRECTION OF  BE RESOLVED AT THE DIRECTION OF BE RESOLVED AT THE DIRECTION OF  RESOLVED AT THE DIRECTION OF RESOLVED AT THE DIRECTION OF  AT THE DIRECTION OF AT THE DIRECTION OF  THE DIRECTION OF THE DIRECTION OF  DIRECTION OF DIRECTION OF  OF OF THE CITY'S STREET LIGHTING OFFICE.  17. THERE IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY THERE IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  THE EXISTING CURB TO ACCOMMODATE THE UTILITY THE EXISTING CURB TO ACCOMMODATE THE UTILITY  EXISTING CURB TO ACCOMMODATE THE UTILITY EXISTING CURB TO ACCOMMODATE THE UTILITY  CURB TO ACCOMMODATE THE UTILITY CURB TO ACCOMMODATE THE UTILITY  TO ACCOMMODATE THE UTILITY TO ACCOMMODATE THE UTILITY  ACCOMMODATE THE UTILITY ACCOMMODATE THE UTILITY  THE UTILITY THE UTILITY  UTILITY UTILITY INSTALLATIONS NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  EXISTING CURB AND UNDERDRAIN PIPE THAT ARE EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  CURB AND UNDERDRAIN PIPE THAT ARE CURB AND UNDERDRAIN PIPE THAT ARE  AND UNDERDRAIN PIPE THAT ARE AND UNDERDRAIN PIPE THAT ARE  UNDERDRAIN PIPE THAT ARE UNDERDRAIN PIPE THAT ARE  PIPE THAT ARE PIPE THAT ARE  THAT ARE THAT ARE  ARE ARE DAMAGE DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  AND REPLACED WITH NEW MATERIALS OF LIKE AND REPLACED WITH NEW MATERIALS OF LIKE  REPLACED WITH NEW MATERIALS OF LIKE REPLACED WITH NEW MATERIALS OF LIKE  WITH NEW MATERIALS OF LIKE WITH NEW MATERIALS OF LIKE  NEW MATERIALS OF LIKE NEW MATERIALS OF LIKE  MATERIALS OF LIKE MATERIALS OF LIKE  OF LIKE OF LIKE  LIKE LIKE CHARACTERISTICS.  18. THERE IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO THERE IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  REPLACEMENT OF THE EXISTING SIDEWALK TO REPLACEMENT OF THE EXISTING SIDEWALK TO  OF THE EXISTING SIDEWALK TO OF THE EXISTING SIDEWALK TO  THE EXISTING SIDEWALK TO THE EXISTING SIDEWALK TO  EXISTING SIDEWALK TO EXISTING SIDEWALK TO  SIDEWALK TO SIDEWALK TO  TO TO ACCOMMODATE THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  ADDITIONAL AREAS OF THE EXISTING SIDEWALK ADDITIONAL AREAS OF THE EXISTING SIDEWALK  AREAS OF THE EXISTING SIDEWALK AREAS OF THE EXISTING SIDEWALK  OF THE EXISTING SIDEWALK OF THE EXISTING SIDEWALK  THE EXISTING SIDEWALK THE EXISTING SIDEWALK  EXISTING SIDEWALK EXISTING SIDEWALK  SIDEWALK SIDEWALK THAT ARE DAMAGED DURING THE WORK ARE TO BE REPLACED. 19. CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXTENDING THRU PAVEMENT BASE COURSE EXTENDING THRU PAVEMENT BASE COURSE  THRU PAVEMENT BASE COURSE THRU PAVEMENT BASE COURSE  PAVEMENT BASE COURSE PAVEMENT BASE COURSE  BASE COURSE BASE COURSE  COURSE COURSE AND RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  STANDARDS (SEE CITY DETAILS, MODIFIED STANDARDS (SEE CITY DETAILS, MODIFIED  (SEE CITY DETAILS, MODIFIED (SEE CITY DETAILS, MODIFIED  CITY DETAILS, MODIFIED CITY DETAILS, MODIFIED  DETAILS, MODIFIED DETAILS, MODIFIED  MODIFIED MODIFIED ASPHALT PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  BASE).  EXISTING GRANITE CURBING TO BE REPLACED BASE).  EXISTING GRANITE CURBING TO BE REPLACED   EXISTING GRANITE CURBING TO BE REPLACED  EXISTING GRANITE CURBING TO BE REPLACED EXISTING GRANITE CURBING TO BE REPLACED  GRANITE CURBING TO BE REPLACED GRANITE CURBING TO BE REPLACED  CURBING TO BE REPLACED CURBING TO BE REPLACED  TO BE REPLACED TO BE REPLACED  BE REPLACED BE REPLACED  REPLACED REPLACED IN-KIND OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  STANDARDS. CONTRACTOR TO REMOVE STANDARDS. CONTRACTOR TO REMOVE  CONTRACTOR TO REMOVE CONTRACTOR TO REMOVE  TO REMOVE TO REMOVE  REMOVE REMOVE AND REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  CONTROL JOINT AND IN FULL FLAG SEGMENTS CONTROL JOINT AND IN FULL FLAG SEGMENTS  JOINT AND IN FULL FLAG SEGMENTS JOINT AND IN FULL FLAG SEGMENTS  AND IN FULL FLAG SEGMENTS AND IN FULL FLAG SEGMENTS  IN FULL FLAG SEGMENTS IN FULL FLAG SEGMENTS  FULL FLAG SEGMENTS FULL FLAG SEGMENTS  FLAG SEGMENTS FLAG SEGMENTS  SEGMENTS SEGMENTS ONLY.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS (TYP).   20. CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  OF PROPOSED ELECTRIC, GAS AND COMMUNICATION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  PROPOSED ELECTRIC, GAS AND COMMUNICATION PROPOSED ELECTRIC, GAS AND COMMUNICATION  ELECTRIC, GAS AND COMMUNICATION ELECTRIC, GAS AND COMMUNICATION  GAS AND COMMUNICATION GAS AND COMMUNICATION  AND COMMUNICATION AND COMMUNICATION  COMMUNICATION COMMUNICATION SERVICES WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  AND COORDINATE EXISTING SERVICES TO THE SITE AND COORDINATE EXISTING SERVICES TO THE SITE  COORDINATE EXISTING SERVICES TO THE SITE COORDINATE EXISTING SERVICES TO THE SITE  EXISTING SERVICES TO THE SITE EXISTING SERVICES TO THE SITE  SERVICES TO THE SITE SERVICES TO THE SITE  TO THE SITE TO THE SITE  THE SITE THE SITE  SITE SITE THAT ARE TO BE ABANDONED. 
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MCPW - ROCHESTER PURE WATERS DISTRICT SEWER NOTES FOR SEWER LATERAL CONNECTIONS: 1. THIS PLAN REQUIRES APPROVAL AND ISSUANCE OF A PLUMBING PERMIT FROM THE CITY OF ROCHESTER PLUMBING DEPARTMENT. THIS PLAN REQUIRES APPROVAL AND ISSUANCE OF A PLUMBING PERMIT FROM THE CITY OF ROCHESTER PLUMBING DEPARTMENT. 2. PRIOR TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) PRIOR TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  FROM THE MONROE COUNTY PURE WATERS (MCPW) FROM THE MONROE COUNTY PURE WATERS (MCPW)  THE MONROE COUNTY PURE WATERS (MCPW) THE MONROE COUNTY PURE WATERS (MCPW)  MONROE COUNTY PURE WATERS (MCPW) MONROE COUNTY PURE WATERS (MCPW)  COUNTY PURE WATERS (MCPW) COUNTY PURE WATERS (MCPW)  PURE WATERS (MCPW) PURE WATERS (MCPW)  WATERS (MCPW) WATERS (MCPW)  (MCPW) (MCPW) PERMIT OFFICE AT 145 PAUL ROAD, BUILDING 11, ROCHESTER, NY 14624, PHONE # 753-7600 (OPT. 5). 3. SEWER CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY SEWER CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  IN THE CITY OF ROCHESTER AND WHO IS FULLY IN THE CITY OF ROCHESTER AND WHO IS FULLY  THE CITY OF ROCHESTER AND WHO IS FULLY THE CITY OF ROCHESTER AND WHO IS FULLY  CITY OF ROCHESTER AND WHO IS FULLY CITY OF ROCHESTER AND WHO IS FULLY  OF ROCHESTER AND WHO IS FULLY OF ROCHESTER AND WHO IS FULLY  ROCHESTER AND WHO IS FULLY ROCHESTER AND WHO IS FULLY  AND WHO IS FULLY AND WHO IS FULLY  WHO IS FULLY WHO IS FULLY  IS FULLY IS FULLY  FULLY FULLY INSURED AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF   PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  (CHECK OR MONEY ORDER TO “RPWD”) OF (CHECK OR MONEY ORDER TO “RPWD”) OF  OR MONEY ORDER TO “RPWD”) OF OR MONEY ORDER TO “RPWD”) OF  MONEY ORDER TO “RPWD”) OF MONEY ORDER TO “RPWD”) OF  ORDER TO “RPWD”) OF ORDER TO “RPWD”) OF  TO “RPWD”) OF TO “RPWD”) OF  “RPWD”) OF RPWD”) OF ) OF  OF OF ALL APPLICABLE PERMIT FEES MUST BE PAID PRIOR TO PERMIT ISSUANCE. 4. THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  OR TAP. [753-7600 (OPT. 5)].  THE OR TAP. [753-7600 (OPT. 5)].  THE  TAP. [753-7600 (OPT. 5)].  THE TAP. [753-7600 (OPT. 5)].  THE  [753-7600 (OPT. 5)].  THE [753-7600 (OPT. 5)].  THE  (OPT. 5)].  THE (OPT. 5)].  THE  5)].  THE 5)].  THE   THE  THE THE CONTRACTOR SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST   ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  AND CONNECTIONS TO DISTRICT UTILITIES MUST AND CONNECTIONS TO DISTRICT UTILITIES MUST  CONNECTIONS TO DISTRICT UTILITIES MUST CONNECTIONS TO DISTRICT UTILITIES MUST  TO DISTRICT UTILITIES MUST TO DISTRICT UTILITIES MUST  DISTRICT UTILITIES MUST DISTRICT UTILITIES MUST  UTILITIES MUST UTILITIES MUST  MUST MUST BE WITNESSED BY A DISTRICT INSPECTOR.  5. SANITARY/STORM/COMBINATION SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SANITARY/STORM/COMBINATION SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  BE CONSTRUCTED IN CONFORMANCE WITH THE BE CONSTRUCTED IN CONFORMANCE WITH THE  CONSTRUCTED IN CONFORMANCE WITH THE CONSTRUCTED IN CONFORMANCE WITH THE  IN CONFORMANCE WITH THE IN CONFORMANCE WITH THE  CONFORMANCE WITH THE CONFORMANCE WITH THE  WITH THE WITH THE  THE THE REQUIREMENTS OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE   ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  SHALL BE INSPECTED BY A REPRESENTATIVE SHALL BE INSPECTED BY A REPRESENTATIVE  BE INSPECTED BY A REPRESENTATIVE BE INSPECTED BY A REPRESENTATIVE  INSPECTED BY A REPRESENTATIVE INSPECTED BY A REPRESENTATIVE  BY A REPRESENTATIVE BY A REPRESENTATIVE  A REPRESENTATIVE A REPRESENTATIVE  REPRESENTATIVE REPRESENTATIVE OF THE DISTRICT.   6. CLEANOUTS SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE CLEANOUTS SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  AT THE RIGHT-OF-WAY (ROW) LINE, OR THE AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  THE RIGHT-OF-WAY (ROW) LINE, OR THE THE RIGHT-OF-WAY (ROW) LINE, OR THE  RIGHT-OF-WAY (ROW) LINE, OR THE RIGHT-OF-WAY (ROW) LINE, OR THE  (ROW) LINE, OR THE (ROW) LINE, OR THE  LINE, OR THE LINE, OR THE  OR THE OR THE  THE THE SEWER EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  AND/OR PROPERTY LINE MUST BE STAKED OUT AND/OR PROPERTY LINE MUST BE STAKED OUT  PROPERTY LINE MUST BE STAKED OUT PROPERTY LINE MUST BE STAKED OUT  LINE MUST BE STAKED OUT LINE MUST BE STAKED OUT  MUST BE STAKED OUT MUST BE STAKED OUT  BE STAKED OUT BE STAKED OUT  STAKED OUT STAKED OUT  OUT OUT PRIOR TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  THE CLEANOUTS. [REFER TO CLEANOUT DETAIL THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  CLEANOUTS. [REFER TO CLEANOUT DETAIL CLEANOUTS. [REFER TO CLEANOUT DETAIL  [REFER TO CLEANOUT DETAIL [REFER TO CLEANOUT DETAIL  TO CLEANOUT DETAIL TO CLEANOUT DETAIL  CLEANOUT DETAIL CLEANOUT DETAIL  DETAIL DETAIL FOR PROPER INSTALLATION] ). 7. IF AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION IF AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  ENSURE THAT THE LATERAL IS IN GOOD CONDITION ENSURE THAT THE LATERAL IS IN GOOD CONDITION  THAT THE LATERAL IS IN GOOD CONDITION THAT THE LATERAL IS IN GOOD CONDITION  THE LATERAL IS IN GOOD CONDITION THE LATERAL IS IN GOOD CONDITION  LATERAL IS IN GOOD CONDITION LATERAL IS IN GOOD CONDITION  IS IN GOOD CONDITION IS IN GOOD CONDITION  IN GOOD CONDITION IN GOOD CONDITION  GOOD CONDITION GOOD CONDITION  CONDITION CONDITION AND IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  VIA A VIDEO TAPED INSPECTION PERFORMED BY THE VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  A VIDEO TAPED INSPECTION PERFORMED BY THE A VIDEO TAPED INSPECTION PERFORMED BY THE  VIDEO TAPED INSPECTION PERFORMED BY THE VIDEO TAPED INSPECTION PERFORMED BY THE  TAPED INSPECTION PERFORMED BY THE TAPED INSPECTION PERFORMED BY THE  INSPECTION PERFORMED BY THE INSPECTION PERFORMED BY THE  PERFORMED BY THE PERFORMED BY THE  BY THE BY THE  THE THE PLUMBER/CONTRACTOR OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING   PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING , THE VIDEO TAPED INSPECTION OF THE EXISTING  THE VIDEO TAPED INSPECTION OF THE EXISTING THE VIDEO TAPED INSPECTION OF THE EXISTING  VIDEO TAPED INSPECTION OF THE EXISTING VIDEO TAPED INSPECTION OF THE EXISTING  TAPED INSPECTION OF THE EXISTING TAPED INSPECTION OF THE EXISTING  INSPECTION OF THE EXISTING INSPECTION OF THE EXISTING  OF THE EXISTING OF THE EXISTING  THE EXISTING THE EXISTING  EXISTING EXISTING LATERAL MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  TO UTILIZE AN EXISTING LATERAL.  IT IS THE TO UTILIZE AN EXISTING LATERAL.  IT IS THE  UTILIZE AN EXISTING LATERAL.  IT IS THE UTILIZE AN EXISTING LATERAL.  IT IS THE  AN EXISTING LATERAL.  IT IS THE AN EXISTING LATERAL.  IT IS THE  EXISTING LATERAL.  IT IS THE EXISTING LATERAL.  IT IS THE  LATERAL.  IT IS THE LATERAL.  IT IS THE   IT IS THE  IT IS THE IT IS THE  IS THE IS THE  THE THE RESPONSIBILITY OF THE BUILDER OR THEIR AGENT TO CLEAN AND/OR REPLACE THE PIPE/LATERAL AS NEEDED 8. ANY NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 ANY NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  AND SEWER EASEMENT MUST BE SDR-21 AND SEWER EASEMENT MUST BE SDR-21  SEWER EASEMENT MUST BE SDR-21 SEWER EASEMENT MUST BE SDR-21  EASEMENT MUST BE SDR-21 EASEMENT MUST BE SDR-21  MUST BE SDR-21 MUST BE SDR-21  BE SDR-21 BE SDR-21  SDR-21 SDR-21 PVC. 9. ANY EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE ANY EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  COUNTY PURE WATERS (MCPW) STANDARDS AT THE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  PURE WATERS (MCPW) STANDARDS AT THE PURE WATERS (MCPW) STANDARDS AT THE  WATERS (MCPW) STANDARDS AT THE WATERS (MCPW) STANDARDS AT THE  (MCPW) STANDARDS AT THE (MCPW) STANDARDS AT THE  STANDARDS AT THE STANDARDS AT THE  AT THE AT THE  THE THE PROPERTY LINE OR, WHERE APPLICABLE, THE SEWER EASEMENT LINE. 10. FLOOR DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE FLOOR DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SEWER.  FLOOR DRAINS DO NOT INCLUDE SEWER.  FLOOR DRAINS DO NOT INCLUDE   FLOOR DRAINS DO NOT INCLUDE  FLOOR DRAINS DO NOT INCLUDE FLOOR DRAINS DO NOT INCLUDE  DRAINS DO NOT INCLUDE DRAINS DO NOT INCLUDE  DO NOT INCLUDE DO NOT INCLUDE  NOT INCLUDE NOT INCLUDE  INCLUDE INCLUDE FOUNDATION/FOOTER DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT   NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT   ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  SEWER MUST COMPLY WITH THE EFFLUENT SEWER MUST COMPLY WITH THE EFFLUENT  MUST COMPLY WITH THE EFFLUENT MUST COMPLY WITH THE EFFLUENT  COMPLY WITH THE EFFLUENT COMPLY WITH THE EFFLUENT  WITH THE EFFLUENT WITH THE EFFLUENT  THE EFFLUENT THE EFFLUENT  EFFLUENT EFFLUENT LIMITS OF THE LOCAL AND/OR MONROE COUNTY SEWER USE LAW. 11. ANY PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. ANY PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  OF COVER WILL REQUIRE CONCRETE ENCASEMENT. OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  COVER WILL REQUIRE CONCRETE ENCASEMENT. COVER WILL REQUIRE CONCRETE ENCASEMENT.  WILL REQUIRE CONCRETE ENCASEMENT. WILL REQUIRE CONCRETE ENCASEMENT.  REQUIRE CONCRETE ENCASEMENT. REQUIRE CONCRETE ENCASEMENT.  CONCRETE ENCASEMENT. CONCRETE ENCASEMENT.  ENCASEMENT. ENCASEMENT. SEWERS/LATERALS WITH LESS THAN THREE-FEET (3') OF COVER ARE NOT ALLOWED. 12. THE REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, THE REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ITEMS ABOVE THE PIPE BEDDING, INCLUDING, ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ABOVE THE PIPE BEDDING, INCLUDING, ABOVE THE PIPE BEDDING, INCLUDING,  THE PIPE BEDDING, INCLUDING, THE PIPE BEDDING, INCLUDING,  PIPE BEDDING, INCLUDING, PIPE BEDDING, INCLUDING,  BEDDING, INCLUDING, BEDDING, INCLUDING,  INCLUDING, INCLUDING, BUT NOT LIMITED TO, MAINTENANCE AND PROTECTION OF TRAFFIC, BACKFILL MATERIAL AND SURFACE RESTORATION. 13. ALL EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN ALL EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  ARE TO BE STAKED OUT IN THE FIELD BY AN ARE TO BE STAKED OUT IN THE FIELD BY AN  TO BE STAKED OUT IN THE FIELD BY AN TO BE STAKED OUT IN THE FIELD BY AN  BE STAKED OUT IN THE FIELD BY AN BE STAKED OUT IN THE FIELD BY AN  STAKED OUT IN THE FIELD BY AN STAKED OUT IN THE FIELD BY AN  OUT IN THE FIELD BY AN OUT IN THE FIELD BY AN  IN THE FIELD BY AN IN THE FIELD BY AN  THE FIELD BY AN THE FIELD BY AN  FIELD BY AN FIELD BY AN  BY AN BY AN  AN AN ENGINEER/SURVEYOR PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  AND MAINTAINED DURING COURSE OF THE AND MAINTAINED DURING COURSE OF THE  MAINTAINED DURING COURSE OF THE MAINTAINED DURING COURSE OF THE  DURING COURSE OF THE DURING COURSE OF THE  COURSE OF THE COURSE OF THE  OF THE OF THE  THE THE PROJECT TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LATERALS ARE PROPERLY PLACED AND THAT NO LATERALS ARE PROPERLY PLACED AND THAT NO  ARE PROPERLY PLACED AND THAT NO ARE PROPERLY PLACED AND THAT NO  PROPERLY PLACED AND THAT NO PROPERLY PLACED AND THAT NO  PLACED AND THAT NO PLACED AND THAT NO  AND THAT NO AND THAT NO  THAT NO THAT NO  NO NO PERMANENT AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  AND/OR ROW.  IT IS THE OWNER'S OR THEIR AND/OR ROW.  IT IS THE OWNER'S OR THEIR  ROW.  IT IS THE OWNER'S OR THEIR ROW.  IT IS THE OWNER'S OR THEIR   IT IS THE OWNER'S OR THEIR  IT IS THE OWNER'S OR THEIR IT IS THE OWNER'S OR THEIR  IS THE OWNER'S OR THEIR IS THE OWNER'S OR THEIR  THE OWNER'S OR THEIR THE OWNER'S OR THEIR  OWNER'S OR THEIR OWNER'S OR THEIR  OR THEIR OR THEIR  THEIR THEIR AGENT'S RESPONSIBILITY TO STAKE OUT ALL EASEMENTS.  THIS WILL NOT BE THE RESPONSIBILITY OF THE RPWD. NOT BE THE RESPONSIBILITY OF THE RPWD.  BE THE RESPONSIBILITY OF THE RPWD. .

AutoCAD SHX Text
RWB WATER MAIN AND SERVICE NOTES 1. WATER MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF WATER MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  WITH THE REGULATIONS AND SPECIFICATIONS OF WITH THE REGULATIONS AND SPECIFICATIONS OF  THE REGULATIONS AND SPECIFICATIONS OF THE REGULATIONS AND SPECIFICATIONS OF  REGULATIONS AND SPECIFICATIONS OF REGULATIONS AND SPECIFICATIONS OF  AND SPECIFICATIONS OF AND SPECIFICATIONS OF  SPECIFICATIONS OF SPECIFICATIONS OF  OF OF THE ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  AND ACCESSORIES SHALL CONFORM TO THE LATEST AND ACCESSORIES SHALL CONFORM TO THE LATEST  ACCESSORIES SHALL CONFORM TO THE LATEST ACCESSORIES SHALL CONFORM TO THE LATEST  SHALL CONFORM TO THE LATEST SHALL CONFORM TO THE LATEST  CONFORM TO THE LATEST CONFORM TO THE LATEST  TO THE LATEST TO THE LATEST  THE LATEST THE LATEST  LATEST LATEST ROCHESTER WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  WHICH CAN BE FOUND ON THE CITY WEB SITE: WHICH CAN BE FOUND ON THE CITY WEB SITE:  CAN BE FOUND ON THE CITY WEB SITE: CAN BE FOUND ON THE CITY WEB SITE:  BE FOUND ON THE CITY WEB SITE: BE FOUND ON THE CITY WEB SITE:  FOUND ON THE CITY WEB SITE: FOUND ON THE CITY WEB SITE:  ON THE CITY WEB SITE: ON THE CITY WEB SITE:  THE CITY WEB SITE: THE CITY WEB SITE:  CITY WEB SITE: CITY WEB SITE:  WEB SITE: WEB SITE:  SITE: SITE: HTTP://WWW.CITYOFROCHESTER.GOV/WATERDOCUMENTS/. 2. ALL NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED ALL NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  A MINIMUM COVER DEPTH FROM PROPOSED FINISHED A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  MINIMUM COVER DEPTH FROM PROPOSED FINISHED MINIMUM COVER DEPTH FROM PROPOSED FINISHED  COVER DEPTH FROM PROPOSED FINISHED COVER DEPTH FROM PROPOSED FINISHED  DEPTH FROM PROPOSED FINISHED DEPTH FROM PROPOSED FINISHED  FROM PROPOSED FINISHED FROM PROPOSED FINISHED  PROPOSED FINISHED PROPOSED FINISHED  FINISHED FINISHED GRADE OF 4.5 FEET FOR DOMESTIC MAINS AND 5.0 FEET FOR HOLLY MAINS. 3. THE ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO THE ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  BE OBTAINED BY THE CONTRACTOR PRIOR TO BE OBTAINED BY THE CONTRACTOR PRIOR TO  OBTAINED BY THE CONTRACTOR PRIOR TO OBTAINED BY THE CONTRACTOR PRIOR TO  BY THE CONTRACTOR PRIOR TO BY THE CONTRACTOR PRIOR TO  THE CONTRACTOR PRIOR TO THE CONTRACTOR PRIOR TO  CONTRACTOR PRIOR TO CONTRACTOR PRIOR TO  PRIOR TO PRIOR TO  TO TO USING ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  THE PERMIT REQUIRES THE USE OF A WATER METER AND A THE PERMIT REQUIRES THE USE OF A WATER METER AND A  PERMIT REQUIRES THE USE OF A WATER METER AND A PERMIT REQUIRES THE USE OF A WATER METER AND A  REQUIRES THE USE OF A WATER METER AND A REQUIRES THE USE OF A WATER METER AND A  THE USE OF A WATER METER AND A THE USE OF A WATER METER AND A  USE OF A WATER METER AND A USE OF A WATER METER AND A  OF A WATER METER AND A OF A WATER METER AND A  A WATER METER AND A A WATER METER AND A  WATER METER AND A WATER METER AND A  METER AND A METER AND A  AND A AND A  A A BACKFLOW PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  METER AND BACKFLOW PREVENTER WITH THE PERMIT. METER AND BACKFLOW PREVENTER WITH THE PERMIT.  AND BACKFLOW PREVENTER WITH THE PERMIT. AND BACKFLOW PREVENTER WITH THE PERMIT.  BACKFLOW PREVENTER WITH THE PERMIT. BACKFLOW PREVENTER WITH THE PERMIT.  PREVENTER WITH THE PERMIT. PREVENTER WITH THE PERMIT.  WITH THE PERMIT. WITH THE PERMIT.  THE PERMIT. THE PERMIT.  PERMIT. PERMIT. THE PERMIT FEE INCLUDES A REFUNDABLE DEPOSIT FOR THE USE OF THE WATER METER AND BACKFLOW PREVENTER. 4. FOR EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE FOR EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  WATER MAIN AND WATER SERVICES WHICH ARE TO BE WATER MAIN AND WATER SERVICES WHICH ARE TO BE  MAIN AND WATER SERVICES WHICH ARE TO BE MAIN AND WATER SERVICES WHICH ARE TO BE  AND WATER SERVICES WHICH ARE TO BE AND WATER SERVICES WHICH ARE TO BE  WATER SERVICES WHICH ARE TO BE WATER SERVICES WHICH ARE TO BE  SERVICES WHICH ARE TO BE SERVICES WHICH ARE TO BE  WHICH ARE TO BE WHICH ARE TO BE  ARE TO BE ARE TO BE  TO BE TO BE  BE BE RETAINED, THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  TO GRADE OR REPLACED AS SHOWN ON THE PLANS TO GRADE OR REPLACED AS SHOWN ON THE PLANS  GRADE OR REPLACED AS SHOWN ON THE PLANS GRADE OR REPLACED AS SHOWN ON THE PLANS  OR REPLACED AS SHOWN ON THE PLANS OR REPLACED AS SHOWN ON THE PLANS  REPLACED AS SHOWN ON THE PLANS REPLACED AS SHOWN ON THE PLANS  AS SHOWN ON THE PLANS AS SHOWN ON THE PLANS  SHOWN ON THE PLANS SHOWN ON THE PLANS  ON THE PLANS ON THE PLANS  THE PLANS THE PLANS  PLANS PLANS OR DIRECTED BY THE PROJECT MANAGER. 5. THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WATER MAINS WHICH ARE TO BE RETAINED. NO WATER MAINS WHICH ARE TO BE RETAINED. NO  MAINS WHICH ARE TO BE RETAINED. NO MAINS WHICH ARE TO BE RETAINED. NO  WHICH ARE TO BE RETAINED. NO WHICH ARE TO BE RETAINED. NO  ARE TO BE RETAINED. NO ARE TO BE RETAINED. NO  TO BE RETAINED. NO TO BE RETAINED. NO  BE RETAINED. NO BE RETAINED. NO  RETAINED. NO RETAINED. NO  NO NO VIBRATORY EQUIPMENT IS TO BE USED OVER OR ADJACENT TO EXISTING WATER MAINS. 6. APPROPRIATE MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING APPROPRIATE MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  SURFACE AND GROUND WATER FROM CONTAMINATING SURFACE AND GROUND WATER FROM CONTAMINATING  AND GROUND WATER FROM CONTAMINATING AND GROUND WATER FROM CONTAMINATING  GROUND WATER FROM CONTAMINATING GROUND WATER FROM CONTAMINATING  WATER FROM CONTAMINATING WATER FROM CONTAMINATING  FROM CONTAMINATING FROM CONTAMINATING  CONTAMINATING CONTAMINATING THE WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  AT OPEN PIPE ENDS SHALL NEVER BE LESS AT OPEN PIPE ENDS SHALL NEVER BE LESS  OPEN PIPE ENDS SHALL NEVER BE LESS OPEN PIPE ENDS SHALL NEVER BE LESS  PIPE ENDS SHALL NEVER BE LESS PIPE ENDS SHALL NEVER BE LESS  ENDS SHALL NEVER BE LESS ENDS SHALL NEVER BE LESS  SHALL NEVER BE LESS SHALL NEVER BE LESS  NEVER BE LESS NEVER BE LESS  BE LESS BE LESS  LESS LESS THAN 12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL 12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  OPEN PIPE END IS LEFT UNATTENDED, IT SHALL OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  PIPE END IS LEFT UNATTENDED, IT SHALL PIPE END IS LEFT UNATTENDED, IT SHALL  END IS LEFT UNATTENDED, IT SHALL END IS LEFT UNATTENDED, IT SHALL  IS LEFT UNATTENDED, IT SHALL IS LEFT UNATTENDED, IT SHALL  LEFT UNATTENDED, IT SHALL LEFT UNATTENDED, IT SHALL  UNATTENDED, IT SHALL UNATTENDED, IT SHALL  IT SHALL IT SHALL  SHALL SHALL BE COVERED IN A WATER TIGHT MANNER. 7. STAINLESS STEEL INSERTS ARE REQUIRED ON ALL POLYETHYLENE (PE) SERVICE FITTINGS. STAINLESS STEEL INSERTS ARE REQUIRED ON ALL POLYETHYLENE (PE) SERVICE FITTINGS. 8. TRACER WIRE IS REQUIRED ON ALL BURIED NON-METALLIC WATER MAINS AND WATER SERVICES. TRACER WIRE IS REQUIRED ON ALL BURIED NON-METALLIC WATER MAINS AND WATER SERVICES. 9. A PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT A PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  BUREAU AFTER THE ISSUING OF A PERMIT, BUT BUREAU AFTER THE ISSUING OF A PERMIT, BUT  AFTER THE ISSUING OF A PERMIT, BUT AFTER THE ISSUING OF A PERMIT, BUT  THE ISSUING OF A PERMIT, BUT THE ISSUING OF A PERMIT, BUT  ISSUING OF A PERMIT, BUT ISSUING OF A PERMIT, BUT  OF A PERMIT, BUT OF A PERMIT, BUT  A PERMIT, BUT A PERMIT, BUT  PERMIT, BUT PERMIT, BUT  BUT BUT BEFORE CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  CONTACT THE ROCHESTER WATER BUREAU AT (585) CONTACT THE ROCHESTER WATER BUREAU AT (585)  THE ROCHESTER WATER BUREAU AT (585) THE ROCHESTER WATER BUREAU AT (585)  ROCHESTER WATER BUREAU AT (585) ROCHESTER WATER BUREAU AT (585)  WATER BUREAU AT (585) WATER BUREAU AT (585)  BUREAU AT (585) BUREAU AT (585)  AT (585) AT (585)  (585) (585) 428-7500 AND REQUEST TO SPEAK TO WATER ENGINEERING TO SCHEDULE THE MEETING.

AutoCAD SHX Text
UTILITY NOTES: 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  REPRESENTATIONS ONLY. NO RESTRICTION IS REPRESENTATIONS ONLY. NO RESTRICTION IS  ONLY. NO RESTRICTION IS ONLY. NO RESTRICTION IS  NO RESTRICTION IS NO RESTRICTION IS  RESTRICTION IS RESTRICTION IS  IS IS INTENDED AS TO SIZE OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.  2. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  ACCORDANCE WITH THE MOST RECENT STANDARDS AND ACCORDANCE WITH THE MOST RECENT STANDARDS AND  WITH THE MOST RECENT STANDARDS AND WITH THE MOST RECENT STANDARDS AND  THE MOST RECENT STANDARDS AND THE MOST RECENT STANDARDS AND  MOST RECENT STANDARDS AND MOST RECENT STANDARDS AND  RECENT STANDARDS AND RECENT STANDARDS AND  STANDARDS AND STANDARDS AND  AND AND SPECIFICATIONS OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  APPROPRIATE AGENCIES (IE, ROCHESTER PURE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  AGENCIES (IE, ROCHESTER PURE AGENCIES (IE, ROCHESTER PURE  (IE, ROCHESTER PURE (IE, ROCHESTER PURE  ROCHESTER PURE ROCHESTER PURE  PURE PURE WATERS DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  WATER BUREAU, AND THE MONROE COUNTY HEALTH WATER BUREAU, AND THE MONROE COUNTY HEALTH  BUREAU, AND THE MONROE COUNTY HEALTH BUREAU, AND THE MONROE COUNTY HEALTH  AND THE MONROE COUNTY HEALTH AND THE MONROE COUNTY HEALTH  THE MONROE COUNTY HEALTH THE MONROE COUNTY HEALTH  MONROE COUNTY HEALTH MONROE COUNTY HEALTH  COUNTY HEALTH COUNTY HEALTH  HEALTH HEALTH DEPARTMENT) UNLESS OTHERWISE NOTED. 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  AND PRESERVE ALL SURVEY CONTROL AND PRESERVE ALL SURVEY CONTROL  PRESERVE ALL SURVEY CONTROL PRESERVE ALL SURVEY CONTROL  ALL SURVEY CONTROL ALL SURVEY CONTROL  SURVEY CONTROL SURVEY CONTROL  CONTROL CONTROL MONUMENTS AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  OF CONSTRUCTION.  FOR DESCRIPTIVE OF CONSTRUCTION.  FOR DESCRIPTIVE  CONSTRUCTION.  FOR DESCRIPTIVE CONSTRUCTION.  FOR DESCRIPTIVE   FOR DESCRIPTIVE  FOR DESCRIPTIVE FOR DESCRIPTIVE  DESCRIPTIVE DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  CALL THE MONROE COUNTY GEODETIC SURVEY CALL THE MONROE COUNTY GEODETIC SURVEY  THE MONROE COUNTY GEODETIC SURVEY THE MONROE COUNTY GEODETIC SURVEY  MONROE COUNTY GEODETIC SURVEY MONROE COUNTY GEODETIC SURVEY  COUNTY GEODETIC SURVEY COUNTY GEODETIC SURVEY  GEODETIC SURVEY GEODETIC SURVEY  SURVEY SURVEY OFFICE. 4. THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  DIRECTED TO LOCAL LAW NO. 6 OF 1971 DIRECTED TO LOCAL LAW NO. 6 OF 1971  TO LOCAL LAW NO. 6 OF 1971 TO LOCAL LAW NO. 6 OF 1971  LOCAL LAW NO. 6 OF 1971 LOCAL LAW NO. 6 OF 1971  LAW NO. 6 OF 1971 LAW NO. 6 OF 1971  NO. 6 OF 1971 NO. 6 OF 1971  6 OF 1971 6 OF 1971  OF 1971 OF 1971  1971 1971 REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  OR DESTRUCTION OF GEODETIC SURVEY OR DESTRUCTION OF GEODETIC SURVEY  DESTRUCTION OF GEODETIC SURVEY DESTRUCTION OF GEODETIC SURVEY  OF GEODETIC SURVEY OF GEODETIC SURVEY  GEODETIC SURVEY GEODETIC SURVEY  SURVEY SURVEY MONUMENTS. 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  WERE PLOTTED FROM FIELD LOCATIONS AND/OR WERE PLOTTED FROM FIELD LOCATIONS AND/OR  PLOTTED FROM FIELD LOCATIONS AND/OR PLOTTED FROM FIELD LOCATIONS AND/OR  FROM FIELD LOCATIONS AND/OR FROM FIELD LOCATIONS AND/OR  FIELD LOCATIONS AND/OR FIELD LOCATIONS AND/OR  LOCATIONS AND/OR LOCATIONS AND/OR  AND/OR AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITIES WHETHER FUNCTIONAL OR ABANDONED  WHETHER FUNCTIONAL OR ABANDONED WHETHER FUNCTIONAL OR ABANDONED  FUNCTIONAL OR ABANDONED FUNCTIONAL OR ABANDONED  OR ABANDONED OR ABANDONED  ABANDONED ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  DRAWINGS. THE CONTRACTOR SHALL CALL THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE CONTRACTOR SHALL CALL THE THE CONTRACTOR SHALL CALL THE  CONTRACTOR SHALL CALL THE CONTRACTOR SHALL CALL THE  SHALL CALL THE SHALL CALL THE  CALL THE CALL THE  THE THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  LOCATION AND ELEVATION OF UNDERGROUND UTILITIES LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  AND ELEVATION OF UNDERGROUND UTILITIES AND ELEVATION OF UNDERGROUND UTILITIES  ELEVATION OF UNDERGROUND UTILITIES ELEVATION OF UNDERGROUND UTILITIES  OF UNDERGROUND UTILITIES OF UNDERGROUND UTILITIES  UNDERGROUND UTILITIES UNDERGROUND UTILITIES  UTILITIES UTILITIES BEFORE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  MAKE EXPLORATION EXCAVATIONS TO LOCATE MAKE EXPLORATION EXCAVATIONS TO LOCATE  EXPLORATION EXCAVATIONS TO LOCATE EXPLORATION EXCAVATIONS TO LOCATE  EXCAVATIONS TO LOCATE EXCAVATIONS TO LOCATE  TO LOCATE TO LOCATE  LOCATE LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  OF CONSTRUCTION TO PERMIT REVISIONS AS OF CONSTRUCTION TO PERMIT REVISIONS AS  CONSTRUCTION TO PERMIT REVISIONS AS CONSTRUCTION TO PERMIT REVISIONS AS  TO PERMIT REVISIONS AS TO PERMIT REVISIONS AS  PERMIT REVISIONS AS PERMIT REVISIONS AS  REVISIONS AS REVISIONS AS  AS AS REQUIRED TO MEET EXISTING CONDITIONS. 7. ALL LATERALS OR SERVICES SHALL BE AS NOTED BELOW UNLESS OTHERWISE NOTED ON THE PLANS. ALL LATERALS OR SERVICES SHALL BE AS NOTED BELOW UNLESS OTHERWISE NOTED ON THE PLANS. WATER: 6" PVCO PC-235 FROM THE PUBLIC WATERMAIN TO THE BUILDING (DOMESTIC & FIRE). SEWER: 8" PVC SDR-21 SANITARY AND STORM SEWER LATERALS 8. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  COMPLETE KNOWLEDGE OF THE CURRENT BLASTING COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  KNOWLEDGE OF THE CURRENT BLASTING KNOWLEDGE OF THE CURRENT BLASTING  OF THE CURRENT BLASTING OF THE CURRENT BLASTING  THE CURRENT BLASTING THE CURRENT BLASTING  CURRENT BLASTING CURRENT BLASTING  BLASTING BLASTING POLICY FOR THE CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. 9. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  FOR IMPLEMENTING EROSION CONTROL FOR IMPLEMENTING EROSION CONTROL  IMPLEMENTING EROSION CONTROL IMPLEMENTING EROSION CONTROL  EROSION CONTROL EROSION CONTROL  CONTROL CONTROL MEASURES FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  MEASURES ARE TO REMAIN IN PLACE UNTIL SITE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  ARE TO REMAIN IN PLACE UNTIL SITE ARE TO REMAIN IN PLACE UNTIL SITE  TO REMAIN IN PLACE UNTIL SITE TO REMAIN IN PLACE UNTIL SITE  REMAIN IN PLACE UNTIL SITE REMAIN IN PLACE UNTIL SITE  IN PLACE UNTIL SITE IN PLACE UNTIL SITE  PLACE UNTIL SITE PLACE UNTIL SITE  UNTIL SITE UNTIL SITE  SITE SITE CONSTRUCTION IS COMPLETE AND THE LAWN IS ESTABLISHED (SEE #2744-09).  10. ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  A SEPARATE PERMIT FROM THE DEPARTMENT OF A SEPARATE PERMIT FROM THE DEPARTMENT OF  SEPARATE PERMIT FROM THE DEPARTMENT OF SEPARATE PERMIT FROM THE DEPARTMENT OF  PERMIT FROM THE DEPARTMENT OF PERMIT FROM THE DEPARTMENT OF  FROM THE DEPARTMENT OF FROM THE DEPARTMENT OF  THE DEPARTMENT OF THE DEPARTMENT OF  DEPARTMENT OF DEPARTMENT OF  OF OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, 585-428-6848. 11. A PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY A PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  IS TO BE OBTAINED BY A PLUMBER, LICENSED BY IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  TO BE OBTAINED BY A PLUMBER, LICENSED BY TO BE OBTAINED BY A PLUMBER, LICENSED BY  BE OBTAINED BY A PLUMBER, LICENSED BY BE OBTAINED BY A PLUMBER, LICENSED BY  OBTAINED BY A PLUMBER, LICENSED BY OBTAINED BY A PLUMBER, LICENSED BY  BY A PLUMBER, LICENSED BY BY A PLUMBER, LICENSED BY  A PLUMBER, LICENSED BY A PLUMBER, LICENSED BY  PLUMBER, LICENSED BY PLUMBER, LICENSED BY  LICENSED BY LICENSED BY  BY BY THE CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  MAY BE OBTAINED THROUGH THE DEPARTMENT OF MAY BE OBTAINED THROUGH THE DEPARTMENT OF  BE OBTAINED THROUGH THE DEPARTMENT OF BE OBTAINED THROUGH THE DEPARTMENT OF  OBTAINED THROUGH THE DEPARTMENT OF OBTAINED THROUGH THE DEPARTMENT OF  THROUGH THE DEPARTMENT OF THROUGH THE DEPARTMENT OF  THE DEPARTMENT OF THE DEPARTMENT OF  DEPARTMENT OF DEPARTMENT OF  OF OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B, SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B, OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  CITY HALL, 30 CHURCH STREET, ROOM 121B, CITY HALL, 30 CHURCH STREET, ROOM 121B,  HALL, 30 CHURCH STREET, ROOM 121B, HALL, 30 CHURCH STREET, ROOM 121B,  30 CHURCH STREET, ROOM 121B, 30 CHURCH STREET, ROOM 121B,  CHURCH STREET, ROOM 121B, CHURCH STREET, ROOM 121B,  STREET, ROOM 121B, STREET, ROOM 121B,  ROOM 121B, ROOM 121B,  121B, 121B, 585-428-6848. 12. HYDRANT FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND HYDRANT FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  ROCHESTER WATER BUREAU ON PLEASANT STREET AND ROCHESTER WATER BUREAU ON PLEASANT STREET AND  WATER BUREAU ON PLEASANT STREET AND WATER BUREAU ON PLEASANT STREET AND  BUREAU ON PLEASANT STREET AND BUREAU ON PLEASANT STREET AND  ON PLEASANT STREET AND ON PLEASANT STREET AND  PLEASANT STREET AND PLEASANT STREET AND  STREET AND STREET AND  AND AND LIBERTY POLE WAY 12" HOLLY MAIN  STATIC PRESSURE:   94 PSI 94 PSI RESIDUAL PRESSURE:  84 PSI 84 PSI FLOW AT 20 PSI:   6,405 GPM 6,405 GPM OBSERVED FLOW:   2,173 GPM 2,173 GPM DATE:     10/25/2013; PROVIDED 10/20/2021 10/25/2013; PROVIDED 10/20/2021 12" DOMESTIC MAIN STATIC PRESSURE:   41.5 PSI 41.5 PSI RESIDUAL PRESSURE:  38.5 PSI 38.5 PSI FLOW AT 20 PSI:   2,353 GPM 2,353 GPM OBSERVED FLOW:   6,817 GPM 6,817 GPM DATE:     10/25/2013; PROVIDED 10/20/2021   10/25/2013; PROVIDED 10/20/2021   13. CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXTENDING THRU PAVEMENT BASE COURSE EXTENDING THRU PAVEMENT BASE COURSE  THRU PAVEMENT BASE COURSE THRU PAVEMENT BASE COURSE  PAVEMENT BASE COURSE PAVEMENT BASE COURSE  BASE COURSE BASE COURSE  COURSE COURSE AND RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  STANDARDS (SEE CITY DETAILS, MODIFIED STANDARDS (SEE CITY DETAILS, MODIFIED  (SEE CITY DETAILS, MODIFIED (SEE CITY DETAILS, MODIFIED  CITY DETAILS, MODIFIED CITY DETAILS, MODIFIED  DETAILS, MODIFIED DETAILS, MODIFIED  MODIFIED MODIFIED ASPHALT PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  BASE).  EXISTING GRANITE CURBING TO BE REPLACED BASE).  EXISTING GRANITE CURBING TO BE REPLACED   EXISTING GRANITE CURBING TO BE REPLACED  EXISTING GRANITE CURBING TO BE REPLACED EXISTING GRANITE CURBING TO BE REPLACED  GRANITE CURBING TO BE REPLACED GRANITE CURBING TO BE REPLACED  CURBING TO BE REPLACED CURBING TO BE REPLACED  TO BE REPLACED TO BE REPLACED  BE REPLACED BE REPLACED  REPLACED REPLACED IN-KIND OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  STANDARDS. CONTRACTOR TO REMOVE STANDARDS. CONTRACTOR TO REMOVE  CONTRACTOR TO REMOVE CONTRACTOR TO REMOVE  TO REMOVE TO REMOVE  REMOVE REMOVE AND REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  CONTROL JOINT AND IN FULL FLAG SEGMENTS CONTROL JOINT AND IN FULL FLAG SEGMENTS  JOINT AND IN FULL FLAG SEGMENTS JOINT AND IN FULL FLAG SEGMENTS  AND IN FULL FLAG SEGMENTS AND IN FULL FLAG SEGMENTS  IN FULL FLAG SEGMENTS IN FULL FLAG SEGMENTS  FULL FLAG SEGMENTS FULL FLAG SEGMENTS  FLAG SEGMENTS FLAG SEGMENTS  SEGMENTS SEGMENTS ONLY FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS   SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  TO BE REPLACED PER CITY OF ROCHESTER STANDARDS TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  BE REPLACED PER CITY OF ROCHESTER STANDARDS BE REPLACED PER CITY OF ROCHESTER STANDARDS  REPLACED PER CITY OF ROCHESTER STANDARDS REPLACED PER CITY OF ROCHESTER STANDARDS  PER CITY OF ROCHESTER STANDARDS PER CITY OF ROCHESTER STANDARDS  CITY OF ROCHESTER STANDARDS CITY OF ROCHESTER STANDARDS  OF ROCHESTER STANDARDS OF ROCHESTER STANDARDS  ROCHESTER STANDARDS ROCHESTER STANDARDS  STANDARDS STANDARDS (TYP).   14. CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  ELECTRIC, GAS AND COMMUNICATION SERVICES ELECTRIC, GAS AND COMMUNICATION SERVICES  GAS AND COMMUNICATION SERVICES GAS AND COMMUNICATION SERVICES  AND COMMUNICATION SERVICES AND COMMUNICATION SERVICES  COMMUNICATION SERVICES COMMUNICATION SERVICES  SERVICES SERVICES WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  EXISTING SERVICES TO THE SITE THAT ARE TO EXISTING SERVICES TO THE SITE THAT ARE TO  SERVICES TO THE SITE THAT ARE TO SERVICES TO THE SITE THAT ARE TO  TO THE SITE THAT ARE TO TO THE SITE THAT ARE TO  THE SITE THAT ARE TO THE SITE THAT ARE TO  SITE THAT ARE TO SITE THAT ARE TO  THAT ARE TO THAT ARE TO  ARE TO ARE TO  TO TO BE ABANDONED. 
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GRADING NOTES: 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS INTENDED AS TO SIZE BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS INTENDED AS TO SIZE OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.  2. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SPECIFICATIONS OF THE ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SPECIFICATIONS OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE WATERS DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH DEPARTMENT) UNLESS OTHERWISE NOTED. 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MONUMENTS AND THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MONUMENTS AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY OFFICE. 4. THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 REGARDING LIABILITY THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY MONUMENTS. 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR AVAILABLE UTILITY EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES BEFORE THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES BEFORE COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS REQUIRED TO MEET EXISTING CONDITIONS. 7. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING POLICY FOR THE THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING POLICY FOR THE CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. 8. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE CONSTRUCTION IS COMPLETE AND THE LAWN IS ESTABLISHED (SEE #2744-09). 9. ALL REQUIRED IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE TO BE DONE TO THE CITY OF ROCHESTER'S ALL REQUIRED IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE TO BE DONE TO THE CITY OF ROCHESTER'S STANDARD CONSTRUCTION SPECIFICATIONS AND DETAILS AS APPROVED BY THE CITY ENGINEER. 10. ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ENVIRONMENTAL ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, 585-428-6848. 11. THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE CITY OF ROCHESTER. THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE CITY OF ROCHESTER. 12. FILL MATERIAL PLACED IN THE BUILDING AND PAVEMENT AREAS SHALL BE SELECT MATERIAL AND COMPACTED TO FILL MATERIAL PLACED IN THE BUILDING AND PAVEMENT AREAS SHALL BE SELECT MATERIAL AND COMPACTED TO 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE MODIFIED PROCTOR TEST (ASTM D-1557) OR AS DIRECTED BY A GEOTECH. THE CONTRACTOR SHALL SUPPLY THE ENGINEER AND THE OWNER WITH COMPACTION TEST RESULTS PRIOR TOP PLACING THE STONE SUBBASE. 13. CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE BINDER COURSE. PRIOR TO PLACING THE CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE BINDER COURSE. PRIOR TO PLACING THE BINDER COURSE, THE PARKING LOT/DRIVEWAY SHALL BE REVIEWED BY THE ENGINEER AND THE OWNER. 14. RECYCLED MATERIALS OR RECYCLED PORTLAND CEMENT CONCRETE AGGREGATE (RCA) AND BRICK, RECLAIMED RECYCLED MATERIALS OR RECYCLED PORTLAND CEMENT CONCRETE AGGREGATE (RCA) AND BRICK, RECLAIMED ASPHALT PAVEMENT (RAP), AND CORIAN ARE UNACCEPTABLE FOR USE AS BACKFILL AND SUBBASE COURSE MATERIALS WITHIN THE PUBLIC RIGHT-OF-WAY WITHOUT WRITTEN APPROVAL OF THE CITY ENGINEER.
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